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AUTHORITY: Secs. 301, 304(b), (c), (e), and (g), 306(b)
and (c), 307(a)(b) and (c) and 501 of the Clean Water Act
(the Federal Water Pollution Control Act Amendments of
1972, as amended by the Clean Water Act of 1977) (the
‘‘Act’’); 33 U.S.C. 1311, 1314(b), (c), (e), and (g),
1316(b) and (c), 1317(b) and (c), and 1361; 86 Stat. 815,
Pub. L. 92–500; 91 Stat. 1567, Pub. L. 95–217.

SOURCE: 46 FR 8285, Jan. 26, 1981, unless otherwise
noted.

GENERAL PROVISIONS

§ 429.10 Applicability.
This part applies to any timber products proc-

essing operation, and any plant producing insula-
tion board with wood as the major raw material,
which discharges or may discharge process
wastewater pollutants to the waters of the United
States, or which introduces or may introduce proc-
ess wastewater pollutants into a publicly owned
treatment works.

§ 429.11 General definitions.
In addition to the definitions set forth in 40

CFR part 401, the following definitions apply to
this part:

(a) The term ‘‘hydraulic barking’’ means a
wood processing operation that removes bark from
wood by the use of water under a pressure of 6.8
atm (100 psia) or greater.

(b) The terms ‘‘cubic feet’’ or ‘‘cubic meters’’
of production in subpart A means the cubic feet
or cubic meters of logs from which bark is re-
moved.

(c) The term ‘‘process wastewater’’ specifically
excludes noncontact cooling water, material stor-
age yard runoff (either raw material or processed
wood storage), and boiler blowdown. For the dry
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process hardboard, veneer, finishing, particleboard,
and sawmills and planing mills subcategories, fire
control water is excluded from the definition.

(d) The term ‘‘gross production of fiberboard
products’’ means the air dry weight of hardboard
or insulation board following formation of the mat
and prior to trimming and finishing operations.

(e) The term ‘‘hardboard’’ means a panel manu-
factured from interfelted ligno-cellulosic fibers
consolidated under heat and pressure to a density
of 0.5 g/cu cm (31 lb/cu ft) or greater.

(f) The term ‘‘insulation board’’ means a panel
manufactured from interfelted ligno-cellulosic fi-
bers consolidated to a density of less than 0.5 g/
cu cm (less than 31 lb/cu ft).

(g) The term ‘‘smooth-one-side (S1S) hard-
board’’ means hardboard which is produced by the
wet-matting, wet-pressing process.

(h) The term ‘‘smooth-two-sides (S2S) hard-
board’’ means hardboard which is produced by the
wet-matting, dry-pressing process.

(i) The term ‘‘debris’’ means woody material
such as bark, twigs, branches, heartwood or
sapwood that will not pass through a 2.54 cm (1.0
in) diameter round opening and is present in the
discharge from a wet storage facility.

(j) For the subcategories for which numerical
limitations are given, the daily maximum limita-
tion is a value that should not be exceeded by any
one effluent measurement. The 30-day limitation is
a value that should not be exceeded by the aver-
age of daily measurements taken during any 30-
day period.

[46 FR 8285, Jan. 26, 1981, as amended at 46 FR 57287,
Nov. 23, 1981]

§ 429.12 Monitoring requirements. [Re-
served]

Subpart A—Barking Subcategory
§ 429.20 Applicability; description of

the barking subcategory.
This subpart applies to discharges to waters of

the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from the barking of logs by plants
in SIC major group 24, and by plants producing
insulation board (SIC group 2661).

§ 429.21 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best practicable control technology
currently available (BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-

tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology currently available (BPT):

(a) The following limitations apply to all me-
chanical barking installations: There shall be no
discharge of process wastewater pollutants into
navigable waters.

(b) The following limitations constitute the
maximum permissible discharge for hydraulic
barking installations:

SUBPART A

Pollutant or pollutant property

BPT effluent limitations

Maximum
for any 1

day

Average of
daily values
for 30 con-

secutive
days

Metric units (kilograms
per cubic meter of pro-
duction)

BOD5 .......................................... 1.5 0.5
TSS ............................................ 6.9 2.3
pH ............................................... (1) (1)

English units (pounds per
cubic foot of production)

BOD5 .......................................... 0.09 0.03
TSS ............................................ 0.431 0.144
pH ............................................... (1) (1)

1 Within the range 6.0 to 9.0 at all times.

§ 429.22 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best conventional pollutant control
technology (BCT). [Reserved]

§ 429.23 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best available technology economi-
cally achievable (BAT). [Reserved]

§ 429.24 New source peformance stand-
ards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS):

(a) The following limitations apply to all me-
chanical barking installations: There shall be no
discharge of process wastewater pollutants into
navigable waters.

(b) The following limitations constitute the
maximum permissible discharge for hydraulic
barking installations:
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SUBPART A

Pollutant or pollutant property

NSPS effluent limitations

Maximum
for any 1

day

Average of
daily values
for 30 con-

secutive
days

Metric units (kilograms
per cubic meter of pro-
duction)

BOD5 .......................................... 1.5 0.5
TSS ............................................ 6.9 2.3
pH ............................................... (1) (1)

English units (pounds per
cubic foot of production)

BOD5 .......................................... 0.09 0.03
TSS ............................................ 0.431 0.144
pH ............................................... (1) (1)

1 Within the range 6.0 to 9.0 at all times.

§ 429.25 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.26 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.

Subpart B—Veneer Subcategory
§ 429.30 Applicability; description of

the veneer subcategory.
This subpart applies to discharges to waters of

the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from any plant which manufac-
tures veneer and does not store or hold raw mate-
rials in wet storage conditions.

§ 429.31 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best practicable control technology
currently available (BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by application of the best practicable
control technology currently available (BPT):

(a) The following limitations constitute the max-
imum permissible discharge for all veneer manu-

facturing installations other than those referred to
in paragraphs (b) and (c) of this section: There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

(b) The following limitations constitute the
maximum permissible discharge for softwood ve-
neer manufacturing processes which use direct
steaming for the conditioning of logs:

SUBPART B

Pollutant or pollutant property

BPT effluent limitations

Maximum
for any 1

day

Average of
daily values
for 30 con-

secutive
days shall
not exceed

Metric units (kilograms
per cubic meter of pro-
duction)

BOD5 .......................................... 0.72 0.24
pH ............................................... (1) (1)

English units (pounds per
cubic foot of production)

BOD5 .......................................... 0.045 0.015
pH ............................................... (1) (1)

1 Within the range 6.0 to 9.0 at all times.

(c) The following limitations constitute the max-
imum permissible discharge for hardwood veneer
manufacturing processes which use direct steaming
for the conditioning of logs:

SUBPART B

Pollutant or pollutant property

BPT effluent limitations

Maximum
for any 1

day

Average of
daily values
for 30 con-

secutive
days shall
not exceed

Metric units (kilograms
per cubic meter of pro-
duction)

BOD5 .......................................... 1.62 0.54
pH ............................................... (1) (1)

English units (pounds per
cubic foot of production)

BOD5 .......................................... 0.10 0.034
pH ............................................... (1) (1)

1 Within the range 6.0 to 9.0 at all times.
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§ 429.32 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best conventional pollutant control
technology (BCT). [Reserved]

§ 429.33 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best available technology economi-
cally achievable (BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of best available tech-
nology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

§ 429.34 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants into navigable wa-
ters.

§ 429.35 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.36 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.

Subpart C—Plywood Subcategory
§ 429.40 Applicability; description of

the plywood subcategory.
This subpart applies to discharges to waters of

the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from any plywood producing
plant that does not store or hold raw materials in
wet storage conditions.

§ 429.41 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best practicable control technology
currently available (BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this

subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology (BPT): There shall be no dis-
charge of process wastewater pollutants into navi-
gable waters.

§ 429.42 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best conventional pollutant control
technology (BCT). [Reserved]

§ 429.43 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best available technology economi-
cally achievable (BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

§ 429.44 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants into navigable wa-
ters.

§ 429.45 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.46 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.

Subpart D—Dry Process
Hardboard Subcategory

§ 429.50 Applicability; description of
the dry process hardboard sub-
category.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from any plant that produces
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hardboard using the dry matting process for form-
ing the board mat.

§ 429.51 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best practicable control technology
currently available (BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology (BPT): There shall be no dis-
charge of process wastewater pollutants into navi-
gable waters.

§ 429.52 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best conventional pollutant control
technology (BCT). [Reserved]

§ 429.53 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best available technology economi-
cally achievable (BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

§ 429.54 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants into navigable wa-
ters.

§ 429.55 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.56 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.

Subpart E—Wet Process
Hardboard Subcategory

§ 429.60 Applicability; description of
the wet process hardboard sub-
category.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from any plant which produces
hardboard products using the wet matting process
for forming the board mat.

§ 429.61 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best practicable control technology
currently available (BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology currently available (BPT):

(a) The following limitations apply to plants
which produce smooth-one-side (S1S) hardboard:

SUBPART E (S1S)

Pollutant or pollutant prop-
erty

BPT Effluent Limitations

Maximum for
any 1 day

Average of
daily values
for 30 con-

secutive days

kg/kkg (lb/1000 lb) of gross
production

BOD5 .................................. 20.5 10.7
TSS .................................... 37.3 24.6
pH ....................................... (1) (1)

1 Within the range 6.0 to 9.0 at all times.

(b) The following limitations apply to plants
which produce smooth-two-sides (S2S) hardboard:

SUBPART E (S2S)

Pollutant or pollutant prop-
erty

BPT Effluent Limitations

Maximum for
any 1 day

Average of
daily values
for 30 con-

secutive days

kg/(kkg (lb/1000 lb) of gross
production

BOD5 .................................. 32.9 21.4
TSS .................................... 54.2 37.1
pH ....................................... (1) (1)

1 Within the range 6.0 to 9.0 at all times.

[46 FR 8285, Jan. 26, 1981, as amended at 46 FR 11972,
Feb. 12, 1981]
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§ 429.62 [Reserved]

§ 429.63 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best available technology economi-
cally achievable (BAT). [Reserved]

§ 429.64 New source performance
standards (NSPS).

For purpose of this new source performance
standard only, ‘‘new source’’ means a source
which is constructed at a site at which no other
source covered by this part is located. Any new
source subject to this subpart must achieve the fol-
lowing new source performance standards (NSPS):
There shall be no discharge of process wastewater
pollutants into navigable waters.

[46 FR 8285, Jan. 26, 1981, as amended at 46 FR 57287,
Nov. 23, 1981]

§ 429.65 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.66 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.

Subpart F—Wood Preserving—
Water Borne or Nonpressure
Subcategory

§ 429.70 Applicability; description of
the wood preserving–water borne
or nonpressure subcategory.

This subpart applies to discharges and to the in-
troduction of process wastewater pollutants into
publicly owned treatment works from all nonpres-
sure wood preserving treatment processes and all
pressure wood preserving treatment processes em-
ploying water borne inorganic salts.

§ 429.71 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best practicable control technology
currently available (BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-

tions representing the degree of reduction attain-
able by the application of the best practicable con-
trol technology (BPT): There shall be no discharge
of process wastewater pollutants into navigable
waters.

§ 429.72 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best conventional pollutant control
technology (BCT). [Reserved]

§ 429.73 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best available technology economi-
cally achievable (BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

§ 429.74 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants into navigable wa-
ters.

§ 429.75 Pretreatment standards for
existing sources (PSES).

Except as provided in 40 CFR 403.7 and
403.13, any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403 and achieve the follow-
ing pretreatment standards for existing sources
(PSES): There shall be no introduction of process
wastewater pollutants into publicly owned treat-
ment works.

§ 429.76 Pretreatment standards for
new sources (PSNS).

Except as provided in 40 CFR 403.7, any new
source subject to this subpart which introduces
process wastewater pollutants into a publicly
owned treatment works must comply with 40 CFR
part 403 and achieve the following pretreatment
standards for new sources (PSNS): There shall be
no introduction of process wastewater pollutants
into publicly owned treatment works.
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Subpart G—Wood Preserving
Steam Subcategory

§ 429.80 Applicability; description of
the wood preserving—steam sub-
category.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from wood preserving processes
that use direct steam impingment on wood as the
predominant conditioning method; processes that
use the vapor drying process as the predominant
conditioning method; direct steam conditioning
processes which use the same retort to treat with
both salt and oil type preservatives; and steam
conditioning processes which apply both salt type
and oil type preservatives to the same stock.

§ 429.81 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best practicable control technology
currently available (BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology currently available (BPT):

SUBPART G

Pollutant or pollutant prop-
erty

BPT Effluent Limitations

Maximum
for any 1

day

Average of daily
values for 30

consecutive days

English units (lb/1000 cubic
feet of product)

COD ..................................... 68.5 34.5
Phenols ................................ .14 .04
Oil and Grease ..................... 1.5 .75
pH ......................................... (1) (1)

Metric units (kg/1000 cu m of
product)

COD ..................................... 1,100 550
Phenols ................................ 2.18 .65
Oil and Grease ..................... 24.0 12.0
pH ......................................... (1) (1)

1 Within the range of 6.0 to 9.0 at all times.

§ 429.82 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best conventional pollutant control
technology (BCT). [Reserved]

§ 429.83 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best available technology economi-
cally achievable (BAT). [Reserved]

§ 429.84 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants into navigable wa-
ters.

§ 429.85 Pretreatment standards for
existing sources (PSES).

Except as provided in 40 CFR 403.7 and
403.13, any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403 and meet the following
pretreatment standards for existing sources
(PSES):

SUBPART G
[PSES Effluent Limitations]

Pollutant or pollutant property

Maximum
for any 1
day (mg/

l)

Oil and grease ....................................................... 100
Copper ................................................................... 5
Chromium .............................................................. 4
Arsenic ................................................................... 4

In cases where POTWs find it necessary to impose
mass limitations, the following equivalent mass
limitations are provided as guidance.

[Grams per cubic meter of production]

Pollutant or pollutant property Maximum for
any 1 day

Oil and grease ............................................. 20.5
Copper ......................................................... .62
Chromium .................................................... .41
Arsenic ......................................................... .41

§ 429.86 Pretreatment standards for
new sources (PSNS).

Except as provided in 40 CFR 403.7, any new
source subject to this subpart which introduces
process wastewater pollutants into a publicly
owned treatment works must comply with 40 CFR
part 403 and achieve the following pretreatment
standards for new sources (PSNS): There shall be
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no introduction of process wastewater pollutants
into publicly owned treatment works.

Subpart H—Wood Preserving—
Boulton Subcategory

§ 429.90 Applicability; description of
the wood preserving—Boulton sub-
category.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into a publicly owned
treatment works from wood preserving operations
which use the Boulton process as the predominant
method of conditioning stock.

§ 429.91 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best practicable control technology
currently available (BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology (BPT): There shall be no dis-
charge of process wastewater pollutants into navi-
gable waters.

§ 429.92 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best conventional pollutant control
technology (BCT). [Reserved]

§ 429.93 Effluent limitations represent-
ing the degree of effluent reduction
attainable by the application of the
best available technology economi-
cally achievable (BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

§ 429.94 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants into navigable wa-
ters.

§ 429.95 Pretreatment standards for
existing sources (PSES).

Except as provided in 40 CFR 403.7 and
403.13, any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403 and meet the following
pretreatment standards for existing sources
(PSES):

SUBPART H
[PSES Effluent Limitations]

Pollutant or pollutant property

Maximum
for any 1
day (mg/

l)

Oil and grease ....................................................... 100
Copper ................................................................... 5
Chromium .............................................................. 4
Arsenic ................................................................... 4

In cases where POTWs find it necessary to impose
mass limitations, the following equivalent mass
limitations are provided as guidance.

SUBPART H
[PSES Effluent Limitations; grams per cu m of production]

Pollutant or pollutant property
Maximum
for any 1

day

Oil and grease ....................................................... 20.5
Copper ................................................................... .62
Chromium .............................................................. .41
Arsenic ................................................................... .41

§ 429.96 Pretreatment standards for
new sources (PSNS).

Except as provided in 40 CFR 403.7, any new
source subject to this subpart which introduces
process wastewater pollutants into a publicly
owned treatment works must comply with 40 CFR
part 403 and achieve the following pretreatment
standards for new sources (PSNS): There shall be
no introduction of process wastewater pollutants
into publicly owned treatment works.

Subpart I—Wet Storage
Subcategory

§ 429.100 Applicability; description of
the wet storage subcategory.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from the storage of unprocessed
wood, i.e., the storage of logs or roundwood be-
fore or after removal of bark in self-contained
bodies of water (mill ponds or log ponds) or the
storage of logs or roundwood on land during
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§ 429.114

which water is sprayed or deposited intentionally
on the logs (wet decking).

§ 429.101 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent reduc-
tion attainable by the application of the best prac-
ticable control technology currently available
(BPT): There shall be no debris discharged and
the pH shall be within the range of 6.0 to 9.0

§ 429.102 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.103 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no debris discharged and the pH shall be
within the range of 6.0 to 9.0.

§ 429.104 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no debris dis-
charged and the pH shall be within the range of
6.0 to 9.0.

§ 429.105 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.106 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.

Subpart J—Log Washing
Subcategory

§ 429.110 Applicability; description of
the log washing subcategory.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from the log washing process in
which water under pressure is applied to logs for
the purpose of removing foreign material from the
surface of the log before further processing.

§ 429.111 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology currently available (BPT):
There shall be no discharge of process wastewater
pollutants to navigable waters containing a total
suspended solids concentration greater than 50 mg/
l and the pH shall be within the range of 6.0 to
9.0.

§ 429.112 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.113 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

§ 429.114 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants into navigable wa-
ters.
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§ 429.115 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.116 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.

Subpart K—Sawmills and Planing
Mills Subcategory

§ 429.120 Applicability; description of
the sawmills and planing mills sub-
category.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from the timber products process-
ing procedures that include all or part of the fol-
lowing operations: bark removal (other than hy-
draulic barking as defined in § 429.11 of this part),
sawing, resawing, edging, trimming, planing and
machining.

§ 429.121 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology (BPT): There shall be no dis-
charge of process wastewater pollutants into navi-
gable waters.

§ 429.122 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.123 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this

subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

§ 429.124 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants into navigable wa-
ters.

§ 429.125 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.126 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.

Subpart L—Finishing Subcategory

§ 429.130 Applicability; description of
the finishing subcategory.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from the drying, planing, dipping,
staining, end coating, moisture proofing, fabrica-
tion, and by-product utilization timber processing
operations not otherwise covered by specific
guidelines and standards.

§ 429.131 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology (BPT): There shall be no dis-
charge of process wastewater pollutants into navi-
gable waters.
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§ 429.132 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.133 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subject must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

§ 429.134 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants into navigable wa-
ters.

§ 429.135 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.136 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.

Subpart M—Particleboard
Manufacturing Subcategory

§ 429.140 Applicability; description of
the particleboard manufacturing
subcategory.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from any plant which manufac-
tures particleboard.

§ 429.141 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology (BPT): There shall be no dis-
charge of process wastewater pollutants into navi-
gable waters.

§ 429.142 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.143 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

§ 429.144 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants into navigable wa-
ters.

§ 429.145 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.146 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduce process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.
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Subpart N—Insulation Board
Subcategory

§ 429.150 Applicability; description of
the insulation board subcategory.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from plants which produce insula-
tion board using wood as the primary raw mate-
rial. Specifically excluded from this subpart is the
manufacture of insulation board from the primary
raw material bagasse.

§ 429.151 Effluent limitations rep-
resenting the degree of effluent re-
duction attaintable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology currently available (BPT):

SUBPART N

Pollutant or pollutant property

BPT effluent limitations

Maximum
for any 1

day

Average of
daily values
for 30 con-

secutive
days

kg/kkg (lb/1000 lb) of
gross production

BOD5 .......................................... 8.13 4.32
TSS ............................................ 5.69 2.72
pH ............................................... .................... (1)

1 Within the range 6.0 to 9.0 at all times.

§ 429.152 [Reserved]

§ 429.153 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT). [Reserved]

§ 429.154 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of

process wastewater pollutants into navigable wa-
ters.

§ 429.155 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into publicly owned treatment works must comply
with 40 CFR part 403.

§ 429.156 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into pub-
licly owned treatment works must comply with 40
CFR part 403.

Subpart O—Wood Furniture and
Fixture Production Without
Water Wash Spray Booth(s) or
Without Laundry Facilities Sub-
category

§ 429.160 Applicability; description of
the wood furniture and fixture pro-
duction without water wash spray
booth(s) or without laundry facili-
ties subcategory.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from the manufacture of wood
furniture and fixtures at establishments that (a) do
not utilize water wash spray booths to collect and
contain the overspray from spray applications of
finishing materials and (b) do not maintain on-site
laundry facilities for fabric utilized in various fin-
ishing operations.

§ 429.161 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology limitations (BPT): There shall
be no discharge of process wastewater pollutants
into navigable waters.
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§ 429.162 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.163 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants into navigable waters.

§ 429.164 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS):

There shall be no discharge of process
wastewater pollutants into navigable waters.

§ 429.165 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.166 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
publicly owned treatment works must comply with
40 CFR part 403.

Subpart P—Wood Furniture and
Fixture Production With Water
Wash Spray Booth(s) or With
Laundry Facilities Sub-
category

§ 429.170 Applicability; description of
the wood furniture and fixture pro-
duction with water wash spray
booth(s) or with laundry facilities
subcategory.

This subpart applies to discharges to waters of
the United States and to the introduction of proc-
ess wastewater pollutants into publicly owned
treatment works from the manufacture of wood
furniture and fixtures at establishments that either

(a) utilize water wash spray booth(s) to collect and
contain the overspray from spray applications of
finishing materials, or (b) utilize on-site laundry
facilities for fabric utilized in various finishing op-
erations.

§ 429.171 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best practicable
control technology (BPT): Settleable solids shall
be less than or equal to 0.2 ml/l and pH shall be
between 6.0 and 9.0 at all times.

§ 429.172 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 429.173 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

Except as provided in 40 CFR 125.30 through
125.32, any existing point source subject to this
subpart must achieve the following effluent limita-
tions representing the degree of effluent reduction
attainable by the application of the best available
technology economically achievable (BAT): There
shall be no discharge of process wastewater pollut-
ants.

§ 429.174 New source performance
standards (NSPS).

Any new source subject to this subpart must
achieve the following new source performance
standards (NSPS): There shall be no discharge of
process wastewater pollutants.

§ 429.175 Pretreatment standards for
existing sources (PSES).

Any existing source subject to this subpart
which introduces process wastewater pollutants
into a publicly owned treatment works must com-
ply with 40 CFR part 403.

§ 429.176 Pretreatment standards for
new sources (PSNS).

Any new source subject to this subpart which
introduces process wastewater pollutants into a
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§ 429.176

publicly owned treatment works must comply with
40 CFR part 403.


